
Multi-Channel Capable Headset to  
PTT Connection
The Adaptive Mission Platform (AMP) Headset allows for multiple 
downlead cable options. These downlead cables gives operators 
the ability to tailor comms to their mission needs and preferences. 
The Airframe ICS cable converts the 150 ohm Mic signal to a 5 ohm 
signal and the proper sensitivity to be ideal for use on an airframe 
intercom system. This allows ground operators to easily maintain 
excellent communication capabilities both in the air and on the 
ground or sea.

AMP
Airframe ICS
Connectorized Downlead Cable

Dimensions:  21" and 27"

Immersion:  IPX7

Available Colors: 
 

Manufacturer part numbers: 
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Gentex Corporation            645 Harvey Road, Suite 102          Manchester, NH 03103          Tel: 888.894.1755          Fax: 603.657.1201  www.ops-core.com

Contact Us
Ops-Core is committed to designing advanced performance capabilities for the elite warrior. For more information regarding the Ops-Core AMP Communication Headset Connectorized Downlead Cables, 
contact Ops-Core at 888.894.1755 or support@ops-core.com. 

Copyright © 2020 Gentex Corporation. Ops-Core, the Ops-Core logo are registered trademarks of Gentex Corporation or its affiliates.  REV. 20201109

Tan

Black

Cable Description Color Size Part Number

AMP Airframe ICS U174 Downlead Tan 21" 1001754-00-0021

AMP Airframe ICS U174 Downlead Black 21" 1001754-01-0021

AMP Airframe ICS U174 Downlead Tan 27" 1001754-00-0027

AMP Airframe ICS U174 Downlead Black 27" 1001754-01-0027

Tan Black

 ■ Cable converts the 150 ohm mic signal to a 5 ohm signal and the 
proper sensitivity to be ideal for use on an airframe intercom system. 

 ■ Headset Fischer Connectors provides high quality, environmentally 
sealed connection points to easily connect and disconnect when 
mounting or dismounting the air platform


